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ABSTRACT 
This study introduces a mathematical model to describe the floating effects of the top roll in sugarcane 
mills. The model is developed from experimental data measured during the operation of a sugarcane mill. 
The measured data is fitted using the top shaft rotation period of the mill and dividing on intervals to 
individually fit each interval obtaining a function defined by parts. The resulting model shows a correlation 
coefficient of R2 ≥ 0.97. This allow including the floating effect in the study and design of other elements of 
sugarcane mills. 
Keywords: Sugarcane Mill, Instant Floating, Dynamic Loads. 
1. INTRODUCTION 
Sugarcane mills, used to extract the sugarcane juice 
in sugar factories, are essential in sugar production. 
The current designs of these mills dates back to the 
late XIX century [1] entailing three rolls and a 
central blade. Sugarcane juice extraction results 
from compressing the sugarcane as shown in Figure 
1.  
The bed of sugarcane bagasse resulting from the 
compression is of a variable height. Initially, in the 
first mill rolls the space where the sugarcane starts 
to be compressed was constant, overloading the 
mill and causing frequent failures. The first mill 
with variable wheelbase was patented in 1881 [2], 
with the top rolls supported on springs allowing it 
to float over the bagasse bed. Latter, in 1910 was 
patented the first mill with hydraulic systems to 
enable the flotation of the top rolls, which 
significantly increased the milling capacity. 
Specialized literature reports the occurrence of 
rather unexpected failures in sugars mills as a 
distinctive feature of these technology [3-17]. The 
most sensitive components to frequent failures are 
the shaft support rolls, specially the top roll shaft 
[4], [14], [18], [19]. 
Several studies analyzed the failures in roll shafts in 
an effort to predict the rolls lifespan [4], [9], [10-
14], [18-22], highlighting the significant influence 
of the dynamic loads in the frequent failures. 
However, this influence is not considered in study 
of the roll mills as no mathematical models have 
been developed to this end. 
 
Figure 1. Sugar Cane Mills Running Principles. 
 
Dynamic loads in sugarcane mills might be the 
result of:   
1. The movement is transmitted to the mill 
through a square coupling (see Figure 2). 
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Figure 2. Square Coupling Running Principles. 
The square coupling performance was studied 
by Okamura [23, 24], who proposed a number 
of equations to consider the additional loads 
introduced by these couplings, highlighting 
the influence of the eccentricity and its 
variation in such loads.    
2. The transmission of movement from top to 
button rolls is through mill crown wheels, 
which are not involute profile gears with 
variable distance between crown wheel 
centers resulting from the flotation effect. 
Several studies discussed the kinematic of mill 
crown wheels [25-26]. Specifically [27] 
discusses the dynamic load resulting from the 
crown wheel tooth profile and the floating 
effect. The importance of the top rolls floating 
effect in the dynamic loads of wheel crowns, 
is stressed by several authors, although it is 
not considered. 
3. Top rolls flotation (resulting from the varying 
high of the bagasse bed) causes instantaneous 
load changes in the top rolls. 
Figure 3 shows the measurements of the torque 
variation during a mill operation [15], [16], [28].  
 
Figure 3.  Variation Of Torque During The Operation Of 
Sugarcane.  
Measurements in Figure 3 show strong variations 
(up to 30%) and load irregularity during the 
operation of sugarcane mills, mainly resulting from 
the floating effect of the top roll. 
This paper aims to develop a mathematical model 
to describe the top roll flotation to study the effects 
of floating on the mill components. 
2.  MATERIALS AND METHODS. 
In a research developed by Arzola [18] was 
measured the top roll floating and the sugarcane 
mill operation time, during the operation of a 
sugarcane mill in a sugar factory. The results 
allowed to estimate the load introduced by the 
square couplings in the top rolls resulting from the 
instant misalignment.  
Moreover, another study [29] pointed to the 
influence of the top roll load in the shaft lifespan, 
concluding that the lifespan is strongly influenced 
by the misalignment between top roll shafts and the 
reduction drive output shaft. 
In order to further, the influence of floating effects 
on the mill loads an experimental study was 
developed in a sugarcane mill at a sugar factory in 
Cienfuegos, Cuba. To this end is used the same 
device described in [18]. Figure 4 shows the instant 
floating measured in a sugarcane mill in three 
different periods of 180 s.  
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Figure 4. Top Rolls Floats Measured In July 14th Sugar 
Factory´S Mills. 
Floating values randomly vary within a range. 
Therefore, the function have a cyclic behavior, so to 
obtain a good fit is necessary to use higher order 
functions, using different significant intervals, 
integrating them like a function defined by parts. 
3. RESULTS AND DISCUSSION. 
For modeling the floating effects is used the top 
shaft rotation period of the mill (1 rpm): 
T  2 ∙ πW          (1) 
Where:    
T: time to take for the top rolls to make one rpm (s). 
W1: Mean angular velocity of the top rolls (rad/s). 
The time of the measurements can be divided in 
intervals to individually fit each interval and obtain 
a function defined by parts. This function describes 
the top roll floating of the experimental values 
allowing to introduce the floating effect influence 
in the assessment and design of sugarcane mills, 
especially for developing new ways to include 
dynamic loads. 
Fitting a specific time interval (tm) as many 
subintervals as the shaft revolutions in tm will be 
considered: i 
 1 ∙ T  t  i ∙ T       (2) 
Where:    
 ti: time of each interval (s)  
 i: number of interval i  1    
tm: Time interval (s).  
The mean radial speed (N1) in the measured mill is: 
W  4.8	rpm  0.5027 rads          (3) 
Combining equations 1 and 3:  
T  12.50	s         (4) 
To model a 100 seconds interval (tm=100 s) eight 
intervals are used. 
i  1    1  8  
Figure 5 shows four consecutive intervals. 
 
Figure 5.Four Consecutive Intervals Adjust In July 14th 
Sugar Factory. 
The data was processed in MATLAB software. The 
intervals were fitted using the summatory of an 
eight degree sine function.  
The general function used to fit the internals is: 
flot  &a' ∙ sin)b' ∙ t + c'-
'
      (5) 
 
Where:     
flot -  instant top rolls flotation  (mm). 
j: degree of the fit equation.   
For floating in time segment tm: 
flot  .∑ a' ∙ sin)b' ∙ t + c'-					i 
 t ∙ T  t  i ∙ T' 0     (6) 
Where a, b and c are the fit coefficients. 
a  1a'2	    b  3b'4     c  3c'4 
To model the operation of a top roll for 100 seconds 
the rotation period T is calculated from equation 4, 
obtaining i = 1 – 8. Following are shown the 
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The functions fitted show correlation coefficients 
higher than R2 >0.97. Therefore, is possible to use 
equation 6 for modelling the top roll operation in 
sugarcane mills and to calculate the velocity and the 
acceleration of the top rolls floating variations. 
The kinematic performance associated with the top 
rolls floating can be calculated from equation 6. 
From its first and second degree time derives can be  
 
define the velocity VM  N	MOPN  and the 
acceleration aM  NQ	MOPNQ  associated with the 
floating of the top rolls. The variation of the 
velocity and the acceleration are shown in Figure. 
6. 
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A) Top Rolls Floating. 
 
B) Floating Velocity. 
 
C) Floating Acceleration. 
Figure 6. Kinematic Performance Of The Top Rolls 
Floating. 
Figure 6b shows that for the studied sugarcane 
mills the floating velocity in the top rolls varies 
from -6 mm/s to 6 mm/s. Moreover, fig. 6c shows 
that the acceleration varies between -20mm/s2 to 20 
mm/s2. These are relatively low values (in the order 
of mm), yet considering that the top rolls and crown 
wheels of sugarcane mills weights in the order of a 
few tons per component, these small variations 
introduce significant dynamic loads, strongly 
influencing the mill resistance and reliability [4, 11, 
15, 16, 29] 
4. CONCLUSIONS 
The proposed equations for modeling the floating 
of top rolls in sugarcane mills validate the research 
hypothesis. The model is based on the correlation 
of experimental data, measured during the 
operation of sugarcane mills in a sugar factory, 
resulting in correlations (R2) higher than 0.97. 
Consequently, the equations can be implemented in 
the calculation of dynamic loads in sugar cane mills 
with good accuracy, also allowing to calculate the 
velocity and acceleration of the floating movement 
in the upper shaft, one of the main contributors to 
this load. 
This work represents an important step toward the 
introduction of the dynamics loads of sugarcane 
mill components in the design methodologies, to 
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